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PIPE BEDLING & BACKFILL NOTES

1. BED PFING i~ AT LEAST 4-INCHES OF COMPACTED
m

CRUSHED m:\ﬂ. OB

sr»:s 'J \'HE
couw LOOSE LIFTS, NOT

SUPBGRT.
5 EXCEED 6-INCHES HIGH, snlm BE
usep 10 Mx»)ur 12-INCHES ABOVE THE PIPE.

N

BAD(FKL 4L FPT: FRCM THE SPRING—LINE TO |2~INCHES Asovt n!
Siits MATERIAL WITH SCIL PARTICLE SIZES NO

ls—wdi & \‘MPAL‘T THE FILL AT 85-90% OF MAXIMUM DRY MNNI l PER
ASTM ru WITH Any

RDIMM}ER OF THE TRENCH
SIRUI: OOMF 0 92X OF MAXIMUM DRY DENSITY /IR
-1557 ln Nmm I—FEET 0~
oF m: SURIACE.

THE SURFACE AND 95% WITHiN Z~FFET
CULVERT PIPE NOTES

e e e

1. VERIFY ALL 1EASUREMENTS, ELEVATIONS, AND STATIONS IN FIELD.

2. SOIL COVEF FOR FIPING TO BE 18-INCHES MINIMUM.

3. PIPING TO 1! 15" SDR-26 SEWER PIPE.

SEWER P! PJI’E NOTES

1. CLEAN-OU®S TO BE czs AT EVERY OIRECTION CHANGE ANO
WNEVHOH ANO EVERY 1CO—FEE’

2. SOIL GOVEF FOR FIPING TO BE 18-INCHES MINIMUM.

3. PIPING TO fiil 4" 5OR—26 SEWER PIPE.

SURVEY NOTES

1. SURVEY TO | OCATICHS AND ELEVATIONS OF CULVERTS.

2. SURVEY SEWIR LME AT EACH DIRECTION CHANGE AND NO MCRE JHAN
30-FOOT CZTERS Y

KEYED CONSTRUCTION NOTES

(©) REMOVE F¥D WASTE EXISTING 4* SEWER SERVCE PIFING.
(3 SUELT NEW 4, SENER SERVCE PPING TO EXSTNG SEVER
SRUCE [ Wi A v EFArouT. D & VEREY

ISTING “pﬁ LOCATION, DEPTH AND PIPE MATERIAL.

(3) Mew 4" SIVER SERVICE CLEAN-OUT.

VER SERVICE PIPING SHALL BE mﬂsmucm WI'H
1! PIPE SLOPE. ru VERIFY

(5) RENQVE D WASTE EXISTING CONCRETE DRAINAGE WAY.
(&) REMOVE /D WASTE EXISTING CRAIN PIPING.
CONSTRU: T NEW BLOCK

UANCHSTEAE, REDIUS FACE TA=:IED. oY 17x 18 m.:a(s
D' WASTE B! FILL MATERIAL AS
cr.SsAr

(&) SAW-CUT (XISTIHG ASPHALT. REPLACE ASPHALT,

GENERAL 'ZONSTRUCTION NOTES

1. CONTRAGTCR TO LOCATE AND DETERMINE ELEVATICN OF
THE FOLLOY G PRIOR TO PIPE WORK:
o) START & TERMINATION OF 15" SD CULVERT.
b) START & TERMINATION OF SEWER SERVICE LINZ.

2. CONTRAGTCR SHALL NGTIFY ENGINEER ron INS’EDYON oF
ON-SITE PIPING TO MAKE MODIFICATIONS

3. WHERE THE 'EWER SERVICE LINE CROSSES THE 15° STORM
CULVERT, FROVISE A 6" SLEEVE AND BACKFILL WITH COF.
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